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RB750UP is a small fve port ethernet router in a nice
plastic case, the UP model includes a USB 2.0 port and
PoE output. Ports 2-5 can power other PoE capable
devices with the same voltage as applied to the unit. Less
power adapters and cables to worry about. Max current

is 500mA per port (12W per port, when using the bundled
24V power supply).

It is affordable, small, good looking and easy to use - It’s
probably the most affordable MPLS capable router on
the market. No more compromise between price and
features - RB750 series has both. With it's compact
design and clean looks, it will ft perfectly into any SOHO
environment.

CPU AR7241 400MHz CPU

Memory 32MB DDR SDRAM onboard memory

Boot loader RouterBOOT

Data storage 64MB onboard NAND memory chip

Ethernet Five 10/100 Mbit/s Fast Ethernet ports with Auto-MDI/X. Hardware

switch chip and port mirror support. Shielded connectors.

Extras One USB 2.0 port, Reset switch

LEDs Power, NAND activity, 5 Ethernet LEDs

Power options PoE: 8-30V DC on Ether1 (Non 802.3af). Jack: 8-30V DC

Power output Supports PoE output on ports 2-5. Max current 500mA per port

(12W when all ports used, and using the 24V adapter for input)

Dimensions 113x89x28mm. Weight without packaging and cables: 130g

Power consumption

Up to 3W

Operating System

MikroTik RouterOS, Level4 license

Package contains

RouterBOARD in a plastic case, 24V 2.5A power adapter
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RB SEXTANT S5HnD

The SEXTANT is a 18dBi 5GHz antenna with a built
in wireless router. It has two polarizations to give you
all benefts of 2x2 MIMO in 802.11n.

The new SEXTANT is very similar to the popular
SXT unit, just slightly bigger. Inside is the brand new
RB711-5HnD dual chain wireless device, with high
performance, high output power, and low power
requirements. Easy to use and quick to deploy,
SEXTANT is ideal for point to point links.

Antenna specifcations:

» Frequencies 5.17 - 5.825 GHz

e Gain 18dBi

« VSWR 1.6:1

» 3 dB Beam-Width, H-Plane 16.8 °

* 3 dB Beam-Width, E-Plane, typ. 22.8 °

» Polarization Linear, Vertical and Horizontal
* Port to Port Isolation - 35 dB

Dimensions @250mm, height 90mm, 830g




