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Administration:

WinBox GUI console

� �� Accessible from any location on the Internet with a browser 
� �� Real time graphical display of current traffic and system resources 
� �� Real time configuration and status display 
� �� NAT and filter rules 'drag and drop' 
� �� Drop down' menus 
� �� Multiple internal windows 

Telnet/serial consol

� �� Standard keyboard and monitor console 
� �� Telnet connection 
� �� Direct cable connection to serial port with terminal program 

Hyperterm on Windows) 
� �� Command history with up and down arrow keys 
� �� Auto completion of commands with [TAB] key 
� �� Export of configuration script to text file or to screen 
� �� Import from text file or paste to telnet command prompt 

System Requirements:

� �� CPU and motherboard - 5th generation (Intel Pentium, Cyrix 6X86, AMD K5 or    
comparable) or newer Intel IA-32 (i386) compatible

� �� RAM - minimum 32 MB, 48 MB or more recommended
� �� Hard disk/Flash IDE - minimum 32 MB; 48MB or more recommended

For available interfaces, look http://www.mikrotik.com/2softspecs.html

TelnetWinBox

Client Bandwidth 
shaping 

HotSpot
(Additional feature required)

Virtual Private Network:
IPsec, PPTP

Wireless Access Points;
Multiple radios in one unit

(Additional feature required)

PPPoE and  PPTP Servers
(Access Concentrators)

Stateful Firewall

IP Telephony

Free upgrade For ordering information, contact sales@mikrotik.com


